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are made at intervals of not more than 
10 seconds during the heating period, 
and note is taken of the occurrence and 
duration of any flaming. At the end of 
the heating period, the specimen is re-
moved from the furnace and weighed 
while still hot. 

(k) Test results. Material is approved 
under this subpart if the test results of 
the sample submitted are within the 
following limits: 

(1) The highest temperature recorded 
for each specimen during the test by 
the furnace thermocouple, when aver-
aged with the highest temperatures re-
corded for the other specimens, is not 
more than 50 °C. above the stabilized 
furnace temperature. 

(2) The highest temperature recorded 
for each specimen during the test by 
the surface thermocouple, when aver-
aged with the highest temperatures re-
corded for the other specimens, is not 
more than 50 °C. above the stabilized 
furnace temperature. 

(3) The duration of flaming of each 
specimen during the test, when aver-
aged with duration of flaming recorded 
for the other specimens, is not more 
than 10 seconds. 

(4) The average weight loss of the 
specimens after heating is not more 
than 50 percent of their average weight 
after conditioning. 

(l) Fiberglass and other materials that 
melt at 750 °C. ±10 °C. If the material 
submitted for approval is fiberglass or 
other material that melts at 750° ±10 
°C., it is tested as described in para-
graphs (b) through (k) of this section, 
except the average weight loss of the 
sample is determined as follows: 

(1) Five cylindrical specimens in ad-
dition to the five cylindrical specimens 
required in paragraph (b) of this sec-
tion are prepared as described in para-
graph (b) of this section. 

(2) Each of the additional specimens 
is placed on a weighing dish and both 
the specimen and the weighing dish are 
conditioned as described in paragraph 
(c) of this section. 

(3) The weight of each specimen and 
its weighing dish is determined as de-
scribed in paragraph (d) of this section. 

(4) After a specimen and weighing 
dish are conditioned and weighed, they 
are placed in the specimen holder with 
the specimen supported by weighing 

dish. No specimen thermocouple or sur-
face thermocouple is attached to the 
specimen. 

(5) The apparatus is prepared as de-
scribed in paragraph (g) of this section, 
and after the furnace temperature has 
stabilized for at least 10 minutes, the 
specimen and weighing dish are in-
serted into the furnace. The specimen 
and weighing dish are then heated for 
20 minutes or until peak temperatures 
have passed. At the end of the heating 
period, the specimen and weighing dish 
are removed from the furnace and 
weighed while still hot. 

(6) The average weight loss of the 
specimens after heating may not be 
more than 50 percent of their average 
weight before heating. 

§ 164.009–17 Density measurement. 
(a) The measurements described in 

this section are made to determine the 
density of a sample. 

(b) If the sample is a solid material, 
a specimen that has a length of 305 
mm, a width of 305 mm, and thickness 
equal to that of the sample is prepared. 
The length and width are measured to 
the nearest 0.80 mm and the thickness 
to the nearest 0.25 mm. Allowance is 
made for any irregularity in the sur-
faces of the specimen. The average of 
at least four measurements of each di-
mension is determined. 

(c) If the sample is fibrous insulation, 
a specimen is prepared from sheets of 
the sample submitted. The sample is a 
cube and each dimension is 305 mm 
±1.60 mm. The average of at least four 
measurements of each dimension is de-
termined. 

(d) The weight of a specimen is deter-
mined with a sensitive balance scale 
accurate to at least 0.5 percent of the 
weight of the specimen. 

(e) The dimension and weight meas-
urements of a specimen are made after 
it has been conditioned for at least one 
week, and for any additional time 
needed for the specimen to reach a con-
stant weight, in an atmosphere that is 
22.8 °C. ±2 °C. and 50 percent ±5 percent 
relative humidity. 

§ 164.009–19 Measurement of moisture 
and volatile matter content. 

(a) The measurements described in 
this section are made to determine the 
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